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Infrastructure, environment, buildings

US Environmental Protection Agency
RGP-NOC Processing
Municipal Assistance Unit (CMU)
1 Congress Street, Suite 1100
Boston, MA  02114-2023

Subject:

Notice of Intent
Remediation General Permit
Roadway Express Terminal
95 Concord Street
North Reading, Massachusetts 01864
Release Tracking Number 3-2363
NPDES Exclusion Reference #00-053

To Whom It May Concern:

On behalf of Roadway Express, ARCADIS is submitting this Notice of Intent for the 
Remediation General Permit for the Roadway Express Terminal located at 95 
Concord Street in North Reading, Massachusetts.  There is currently a vacuum 
enhanced groundwater extraction remedial system located on the above property.  
The discharge is operated in accordance with 310 CMR 40.0000 and was under 
National Pollution Discharge Elimination System Exclusion Reference #00-053.

Thank you and please contact me if you have any further question regarding this 
matter.  

Sincerely,
ARCADIS G&M, Inc.

David Knox, PE
Project Manager

Cc: Bob Zimmermann

ARCADIS G&M, Inc.
175 Cabot Street

Suite 400

Lowell

Massachusetts 01854

Tel 978 937 9999

Fax 978. 937 7555

www.arcadis-us.com

ENVIRONMENTAL

Date:

27 January 2006

Contact:

Dave Knox

Phone:

X 322

Email:

dknox@arcadis-us.com

Our ref:

MA000547.0073



























Streamflow Statistics Report

Date: Mon Dec 05 14:27:18 2005
Latitude: 42.5594
Longitude: -71.1216
Measured Basin Characteristics:
 Drainage Area (square miles): 17.07
 Stratified Drift Area (square miles): 11.42
 Stream Length (miles): 24.49
 Slope (percent): 0.90
 Region: 0 

90% Prediction interval
Statistic

Estimated
streamflow,

ft3/s Minimum Maximum

99-percent duration flow 1.15 0.26 4.66
98-percent duration flow 1.53 0.39 5.70
95-percent duration flow 2.22 0.63 7.55
90-percent duration flow 3.86 1.30 11.23
85-percent duration flow 4.98 1.70 14.35
80-percent duration flow 6.79 2.41 18.83
75-percent duration flow 8.53 3.24 22.20
70-percent duration flow 10.32 3.74 28.15
60-percent duration flow 13.99 4.45 43.68
50-percent duration flow 17.25 10.39 28.51
7-day, 2-year low flow 2.55 0.69 9.04
7-day, 10-year low flow 1.08 0.24 4.57
August median flow 5.76 1.91 17.04

U.S. Department of the Interior, U.S. Geological Survey
10 Bearfoot Road

Northborough, MA 01532
(508) 490-5000

Maintainer: webmaster@mass1.er.usgs.gov



Dilution Factor
NPDES RGP

Roadway Express
95 Concord Street
North Reading, Massachusetts

Qd (gpm) Qd (cfs) Qs (7Q10) Dilution Factor
30 0.067 1.08 17.2






































































































